
ARBRE
R E S P E C T  
N A T U R E  
A N D  
H U M A N





Arbre LINEAR LED 60 Arbre LINEAR LED 60 2R

Arbre LINEAR LED 60 PURE Arbre LINEAR LED 70

Arbre LINEAR LED 120 Arbre LINEAR LED 50 DIFFUSE

Arbre FREESTANDING LED Arbre SQUARE LED 60 - 600

Arbre HEX LED 60 - 600 Arbre DECAGON LED 60 – 1500

Arbre RING LED 70 -1200Arbre LINEAR LED 60 TWIN ROUND



REFERENCEDATASHEET

Power CRI CCT Lumen

27 W > 90 3000 K 3480 lm
27 W > 90 4000 K 3630 lm
28 W > 90 TW (2700 - 6500 K) 3480 lm

Arbre Linear LED 60
Anti-static and anti-bacterial natural 
Arbre housing

Visual comfort with Dark Light 
reflector system

Harmonious distribution of light due 
to rectangular light footprint

Supports our biologic clock by 
changing the color temperature 
according to daytime (optional)

Flame retardant according to DIN 
4102 B1 and EN 13501-1 (optional)

Dimensions: Suspended
Dark Light Reflector 80°
Direct
FIX, DALI, Bluetooth® (inside ceiling) 
Housing - natural solid Arbre 
Reflector - polycarbonate

Ash, Oak, American Walnut
1,2 kg
L80B10 60.000 hours
0 / +35° C

Installation:
Optic:
Light distribution: 
Driver:
Materials:

Arbre type:
Weight:
Lifetime:
Ambient temperature:

Tolerance of light output and color temperature: +/- 10%



datasheet reference

Power CRI CCT Lumen

27 W > 90 3000 K 3480 lm
27 W > 90 4000 K 3630 lm
28 W > 90 TW (2700 - 6500 K) 3480 lm

Arbre Linear LED 60 2R
Anti-static and anti-bacteria natural 
Arbre housing

Visual comfort with Dark Light 
reflector system

Harmonious distribution of light due 
to rectangular light footprint

Supports our biologic clock by 
changing the color temperature 
according to daytime (optional)

Flame retardant according to DIN 
4102 B1 and EN 13501-1 (optional)

Dimensions: Suspended
Dark Light Reflector 80°
Direct
FIX, DALI, Bluetooth® (build in) 
Housing - natural solid Arbre 
Reflector - polycarbonate

Ash, Oak, American Walnut 
1,2 kg
L80B10 60.000 hours
0 / +35° C

Installation:
Optic:
Light distribution: 
Driver:
Materials:

Arbre type:
Weight:
Lifetime:
Ambient temperature:

Tolerance of light output and color temperature: +/- 10%



Datasheet reference

Power CRI CCT Lumen

27 W > 90 3000 K 3480 lm
27 W > 90 4000 K 3630 lm
28 W > 90 TW (2700 - 6500 K) 3480 lm

Arbre Linear LED 60 PURE
Anti-static and anti-bacteria natural 
Arbre housing

Visual comfort with shielded lens 
technology and milled light chambers

Harmonious distribution of light due 
to rectangular light footprint

Supports our biologic clock by 
changing the color temperature 
according to daytime (optional)

Flame retardant according to DIN 
4102 B1 and EN 13501-1 (optional)

Dimensions: Suspended
Lens and milled reflectors 80°
Direct
FIX, DALI, Bluetooth® (inside ceiling) 
Housing - natural solid Arbre 
Reflector - polycarbonate

Ash, Oak, American Walnut
1,3 kg
L80B10 60.000 hours
0 / +35° C

Installation:
Optic:
Light distribution: 
Driver:
Materials:

Arbre type:
Weight:
Lifetime:
Ambient temperature:

Tolerance of light output and color temperature: +/- 10%



REFERENCEDATASHEET

Power CRI CCT Lumen

32 W > 90 3000 K 4060 lm
32 W > 90 4000 K 4230 lm
33 W > 90 TW (2700 - 6500 K) 3870 lm

Arbre Linear LED 70
Anti-static and anti-bacteria natural 
Arbre housing

Visual comfort with Dark Light 
reflector system

Harmonious distribution of light due 
to rectangular light footprint

Direct and indirect light distribution

Supports our biologic clock by 
changing the color temperature 
according to daytime (optional)

Flame retardant according to DIN 
4102 B1 and EN 13501-1 (optional)

Dimensions: Suspended
Dark Light Reflector 80°
Direct (66%) / indirect (34%) 
FIX, DALI, Bluetooth® (build in) 
Housing - natural solid Arbre 
Reflector - polycarbonate

Ash, Oak, American Walnut 
1,9 kg
L80B10 60.000 hours
0 / +35° C

Installation:
Optic:
Light distribution: 
Driver:
Materials:

Arbre type:
Weight:
Lifetime:
Ambient temperature:

Tolerance of light output and color temperature: +/- 10%



REFERENCEDATASHEET

Power CRI CCT Lumen

27 W > 90 3000 K 3480 lm
27 W > 90 4000 K 3630 lm
28 W > 90 TW (2700 - 6500 K) 3480 lm

Arbre Linear LED 120
Anti-static and anti-bacteria natural 
Arbre housing

Visual comfort with Dark Light 
reflector system

Harmonious distribution of light due 
to rectangular light footprint

Supports our biologic clock by 
changing the color temperature 
according to daytime (optional)

Flame retardant according to DIN 
4102 B1 and EN 13501-1 (optional)

Dimensions: Suspended
Dark Light Reflector 80°
Direct 
FIX, DALI, Bluetooth® (inside ceiling) 
Housing - natural solid Arbre 
Reflector - polycarbonate

Ash, Oak, American Walnut
1,9 kg
L80B10 60.000 hours
0 / +35° C

Installation:
Optic:
Light distribution: 
Driver:
Materials:

Arbre type:
Weight:
Lifetime:
Ambient temperature:

Tolerance of light output and color temperature: +/- 10%



datasheet

Power CRI CCT Lumen

27 W > 90 3000 K 2700 lm
27 W > 90 4000 K 2750 lm
28 W > 90 TW (2700 - 6500 K) 2700 lm

Arbre Linear LED 50 Diffuse
Anti-static and anti-bacteria natural 
Arbre housing

Visual comfort with diffuse light 
distribution

Supports our biologic clock by 
changing the color temperature 
according to daytime (optional)

Flame retardant according to DIN 
4102 B1 and EN 13501-1 (optional)

Dimensions: Suspended
Diffusor
Lambertian
FIX, DALI, Bluetooth® (build in) 
Housing - natural solid Arbre 
Reflector - polycarbonate

Ash, Oak, American Walnut 
1,5 kg
L80B10 60.000 hours
0 / +35° C

Installation:
Optic:
Light distribution: 
Driver:
Materials:

Arbre type:
Weight:
Lifetime:
Ambient temperature:

Tolerance of light output and color temperature: +/- 10%

reference



REFERENCEDATASHEET

Power CRI CCT Lumen

45 W > 90 3000 K 5800 lm
45 W > 90 4000 K 6050 lm
46 W > 90 TW (2700 - 6500 K) 5530 lm

Arbre Freestanding LED
Anti-static and anti-bacteria natural 
Arbre housing

Visual comfort with Dark Light 
reflector system

Harmonious distribution of light with 
rectangular direct and wide beam 
indirect illumination

Supports our biologic clock by 
changing the color temperature 
according to daytime (optional)

Flame retardant according to DIN 
4102 B1 and EN 13501-1 (optional)

Dimensions: Height 1900 mm Freestanding
Dark Light Reflector 80°
Direct (40%) / indirect (60%) 
FIX, DALI, Bluetooth® (inside luminaire) 
Housing - natural solid Arbre Reflector - 
polycarbonate

Ash, Oak, American Walnut
6,8 kg
L80B10 60.000 hours
0 / +35° C

Installation:
Optic:
Light distribution: 
Driver:
Materials:

Arbre type:
Weight:
Lifetime:
Ambient temperature:

Tolerance of light output and color temperature: +/- 10%



REFERENCEDATASHEET

Power CRI CCT Lumen

27 W > 90 3000 K 3480 lm
27 W > 90 4000 K 3630 lm
28 W > 90 TW (2700 - 6500 K) 3480 lm

Arbre Square LED 60 - 600
Anti-static and anti-bacteria natural 
Arbre housing

Visual comfort with Dark Light 
reflector system

Harmonious distribution of light due 
to rectangular light footprint

Direct light distribution

Supports our biologic clock by 
changing the color temperature 
according to daytime (optional)

Flame retardant according to DIN 
4102 B1 and EN 13501-1 (optional)

Dimensions: Suspended
Dark Light Reflector 80°
Direct
FIX, DALI, Bluetooth® (inside ceiling) 
Housing - natural solid Arbre 
Reflector - polycarbonate

Ash, Oak, American Walnut
2 kg
L80B10 60.000 hours
0 / +35° C

Installation:
Optic:
Light distribution: 
Driver:
Materials:

Arbre type:
Weight:
Lifetime:
Ambient temperature:

Tolerance of light output and color temperature: +/- 10%



DATASHEET REFERENCE

Power CRI CCT Lumen

26 W > 90 3000 K 3300 lm
26 W > 90 4000 K 3450 lm
27 W > 90 TW (2700 - 6500 K) 3130 lm

Arbre Hex LED 60 - 600
Anti-static and anti-bacteria natural 
Arbre housing

Visual comfort with Dark Light 
reflector system

Harmonious distribution of light due 
to rectangular light footprint

Supports our biologic clock by 
changing the color temperature 
according to daytime (optional)

Flame retardant according to DIN 
4102 B1 and EN 13501-1 (optional)

Dimensions: Suspended
Dark Light Reflector 80°
Direct
FIX, DALI, Bluetooth® (inside ceiling) 
Housing - natural solid Arbre 
Reflector - polycarbonate

Ash, Oak, American Walnut
1,8 kg
L80B10 60.000 hours
0 / +35° C

Installation:
Optic:
Light distribution: 
Driver:
Materials:

Arbre type:
Weight:
Lifetime:
Ambient temperature:

Tolerance of light output and color temperature: +/- 10%



datasheet reference

Power CRI CCT Lumen

126 W > 90 3000 K 15480 lm
126 W > 90 4000 K 16110 lm
70 W > 90 TW (2700 - 6500 K) 8300 lm

Arbre Decagon LED 60-1500
Anti-static and anti-bacteria natural 
Arbre housing

Visual comfort with Dark Light 
reflector system

Harmonious distribution of light due 
to rectangular light footprint

Supports our biologic clock by 
changing the color temperature 
according to daytime (optional)

Flame retardant according to DIN 
4102 B1 and EN 13501-1 (optional)

Dimensions: Suspended
Dark Light Reflector 80°
Direct
FIX, DALI, Bluetooth® (inside ceiling) 
Housing - natural solid Arbre 
Reflector - polycarbonate

Ash, Oak, American Walnut
6,2 kg
L80B10 60.000 hours
0 / +35° C

Installation:
Optic:
Light distribution: 
Driver:
Materials:

Arbre type:
Weight:
Lifetime:
Ambient temperature:

Tolerance of light output and color temperature: +/- 10%



DATASHEET REFERENCE

Power CRI CCT Lumen

27 W > 90 3000 K 3480 lm
27 W > 90 4000 K 3630 lm
28 W > 90 TW (2700 - 6500 K) 3480 lm

Arbre Linear LED 60 Twin Round
Anti-static and anti-bacteria natural 
Arbre housing

Visual comfort with Dark Light 
reflector system

Harmonious distribution of light due 
to rectangular light footprint

Supports our biologic clock by 
changing the color temperature 
according to daytime (optional)

Flame retardant according to DIN 
4102 B1 and EN 13501-1 (optional)

Dimensions: Suspended
Dark Light Reflector 80°
Direct
FIX, DALI, Bluetooth® (build in) 
Housing - natural solid Arbre 
Reflector - polycarbonate

Ash, Oak, American Walnut 
3,6 kg
L80B10 60.000 hours
0 / +35° C

Installation:
Optic:
Light distribution: 
Driver:
Materials:

Arbre type:
Weight:
Lifetime:
Ambient temperature:

Tolerance of light output and color temperature: +/- 10%



datasheet reference

Dimensions: 

Power CRI CCT Lumen

70 W > 90 3000 K 7800 lm
70 W > 95 3200 K 7600 lm
70 W > 90 4000 K 8000 lm

Arbre Ring LED 70 -1200
Anti-static and anti-bacteria natural 
Arbre housing

Visual comfort with recessed lens 
system and milled light chambers

Flame retardant according to DIN 
4102 B1 and EN 13501-1 (optional)

Suspended
Lens and milled chambers 60°
Direct
FIX, DALI, Bluetooth® (inside ceiling) 
Housing - natural solid Arbre
Lens - polycarbonate

Ash, Oak, American Walnut
6,2 kg
L80B10 60.000 hours
0 / +35° C

Installation:
Optic:
Light distribution: 
Driver:
Materials:

Arbre type:
Weight:
Lifetime:
Ambient temperature:

Tolerance of light output and color temperature: +/- 10%




